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ID Colour Tracer Function Description
1 Pink NA Ignition Coil Coil Feed
2 Green NA Solenoid Starter Solenoid Output
3 Red NA Ignition Supply 2nd Key Position
4 Purple NA Indicator Left Flash Left Output
5 Brown NA Indicator Right Flash Right Output
6 Red Green Aux Supply Auxillary Supply Input
7 Yellow NA Beam Headlamp  Hi Beam
8 White NA Dip Headlamp  Lo Beam
9 Blue NA Horn Horn

10 Red Black Light Supply 3rd Key Position
11 Purple White Switch 1 Indicator Right
12 Black NA Gnd PCB Gnd
13 Green White Switch 2 Start
14 Blue White Switch 3 Horn
15 Black White Switch 4 Kill
16 Brown White Switch 5 Indicator Left
17 Red White Switch 6 Beam Hi/Lo

Please Note
For the sake of clarity this diagram does not show all
chassis/earth points and assumes the installer is familiar
with standard automotive wiring practices.  If you are at
all unsure about your wiring skills we strongly
recommend you seek the advice of a qualified
automotive technician before commencing any work.

Wire ID's are drawn from left to right, 1-17.
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Important Information
This installation diagram is only applicable to  units with
serial numbers between 000035 and 000134 inclusive.  Your serial
number is located on the back of the  box and will look
like this : S/No. ??????/XXXXXX.   XXXXXX is your serial number.
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